
Automatic coil nail machine 
to nail 2 and 4 ways pallets 

 Fixed chassis made of structural tube with coil nail guns on a transport carriage. 
The carriage is moved by chains with 2 CV geared motors.

  Useful length to be nailed 800 – 1.200 mm (millimetres)
  Useful height to be nailed 60 – 110 mm
  Useful length plank to be nailed 800 – 1.350 mm
  Useful height plank to be nailed 60 – 140 mm
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 This machine can be designed to nail special sizes apart from aforementioned.
 Two models of this machinery are available: MAP-5, to nail 2 ways pallets, and 
MAP-6, to nail 2 and 4 ways pallets.
 MAP is a perfect machine to make a short or long production series. It has a great 
flexibility and allows a fast and easy changeover to make different types of pallets. 
 In order to optimize your production you can programme its gear to work with one 
or two workers.  
 MAP allows nailing planks together at the extremes on the upper side. It can also 
be configured not only for nailing pallets but also for nailing decks.
 The machine has one peculiarity: we can have a wood plank size on the upper 
side and a different size on the bottom side, but the size on each of the sides must 
always be the same.
 With the MAP we can offer different kinds of automation. The easiest is that 
where the worker adds legs (with the plank in the upper side) or stringers to the 
machine for it to end the pallet. Adding a stringer or legs derrick (loader) is an upper 
option. The level of automation is decided by the customer according to his needs. 

 220 or 380 V power and an air intake are needed to the installation of the 
machine. 2 kW are consumed by the MPA. 4 kW and 700 litre/minute are consumed by 
the MAP.
 The machine is according with the safety regulations in the CE Acts.


